AiXun

2 EIVPA Smart Hot Air Gun
User Manual

Please read this manual carefully before use
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n Product Features

eRedefine hot air gun with internet technology!

»~ 3.5inch IPS HD display screen, built-in » WiFi networking OTA upgrade, interconnecting
smart operation system through bluetooth

» Dual combination of segment and curve »# Mute brushless fan, strong but quiet wind,
desoldering 1400W ultra-high power, extremely fast heating

»~ One key switch among three desoldering » Built-in with desoldering parameters of all kinds
modes, newly added cold air mode and of chips, update data on iCloud in real time.
force working mode Users can recall, add, revise and save data to

build their own exclusive iCloud database!

m Structures Instruction

|| Front side

3.5inch IPS HD display screen

s Je——— Hot air gun
‘ handle

AC:230V.

Temp, wind speed
shortcuts switch
buttons

Curve/Set button
— Standby holder
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Temp set button
® Rotate to adjust the temp
e Long press to enter the

force working mode
e Single press to switch

among standard mde,
soft mode and top
speed mode

Wind speed set button

® Rotate to adjust the wind speed

e Long press to enter the
cold air mode

Power switch

Grounding interface Air nozzle

Type-C USB cable interface

Connect with AiXun platform to upgrade software
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|| Back side

Thermovent

Fuse
Power cord

interface

| | Accessories

Power cord
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[|I| Product Parameters

Product name: Smart Hot Air Gun

Display screen: 3.5inch IPS

Model: H312

Input voltage: 220V 50Hz

Rated power: 1200W

Communication: Type-C / WIFI / Bluetooth

Peak Power: 1400W

Air flow: 10-50m/s

Temperature range: 100-500°C

Blowing type: Smooth wind/Spiral wind

Air flow gear: 1%-100%

Dimensions: 199*100*160mm

Main Interface

System

V1.6 00:35:27

Three working
modes icon switch
(Standard, soft and top speed modes)

Heating wire power

Set temp and air speed 8 SetTemp:

¢ Booting
Model version time

Force working mode on, standby paus=d

M1:T350 S20

Temp of
inside WIFI

case  state pBjyetooth state

35°C = P o) Buzzer

Working mode display

Temp, air speed real
time display

Air speed power

& SetWs:

M1:T350 S20

Memory channel switch shortcut
Adjustable temp range: 100-500°C
Adjustable air speed range: 1-100%
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Product Operation

® Operation of buttons

[Memory channels] [Curve/Set button ]

| |

SET

T T

[Temperature knob]  [Air speed knob]

1. [Memory channel] Setting: temperature range: 100-500°C, air speed range: 1-100%

» M1, M2 and M3 buttons are corresponded to memory channels,
press to switch among three channels

» Rotate the "Temperature knob" to adjust the temperature, rotate ! | !
the "Air speed knob" to adjust the air speed. After adjustment,
long press M1 or M2 or M3 to save set the temperature and
air speed of memory channel.

2. Three desoldering modes switch 3. Force working mode
# Press “Temperature knob” to switch among # Long press “Temperature knob” to enter the force
“Standard mode, soft mode and top speed mode” working mode, working normally under strong

magnetic environment
Long press “Temperature knob” again to exit the

Soft mode: apply to connector desoldering force working mode

Standard mode: apply to common desoldering

Top speed mode: apply to fast chip desoldering
4. Air speed gears adjustment 5. Cold air mode
»# Press “Air speed knob” to switch among » Long press “Air speed knob” to start the cold air
“low gear, middle gear, mid-high gear mode, temperature drops rapidly, long press
and high gear” “Air speed knob” again to exit the current mode

6. Curve/set interface

»#~ Press “SET” button to enter the curve (segment desoldering) interface.
Long press the “SET” button to enter the settings interface, where users can set “system settings,
components, segment desoldering, curve desoldering and temperature calibration”
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